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Sensors and models

Model Sensor Resolution 
Pix. 
size 
[µm]

ADC 
[bits]

DR 
[dB]

FWC 
[ke-]

QE 
[%]

Sensor size / 
diagonal [mm]

Optical 
size Fps Min sensor 

temp °C 1

11

11

Note 
1

Further information
Please visit us at www.ximea.com for complete and up-to-date specifications. Get in touch with our teams at sales@ximea.com. We will be glad to assist! 

The information provided herein is subject to change without notice. © 2021 XIMEA
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21.8 x 12.6
25.1

MJ042MR-GP-P11 GPixel GSENSE400BSI

Model Sensor Resolution
Pix.
size
[µm]

ADC
[bits]

DR
[dB]

FWC
[ke-]

QE
[%]

Sensor size /
diagonal [mm]

Optical
size

Fps
Min sensor
temp °C¹

MJ042MR-GP-P6-BSI b/w GPixel GSENSE2020BSI
2048 x 2048

4.1 Mpix
6.5 2 x 12 90 54 91

13.3 x 13.3
18.8

1.2" 40 -10

MJ042MR-GP-P11 b/w GPixel GSENSE400
2048 x 2048

4.1 Mpix
11 2 x 12 96 90 58

22.5 x 22.5
31.8

2.0”
48 STD /
24 HDR

-10

MJ042MR-GP-P11-BSI b/w GPixel GSENSE400BSI-TVISB
2048 x 2048

4.1 Mpix
11 2 x 12 93 90 95

22.5 x 22.5
31.8

2.0”
48 STD /
24 HDR

-10

MJ150MR-GP b/w GPixel GSENSE5130
5120 x 2968

15.1 Mpix
4.25 2 x 12 77 16.5 72

21.8 x 12.6 
25.1

APS-C 17 -10

Q2 2020

Worldwide

XIMEA GmbH

Am Mittelhafen 16
48155 Münster

Tel:  +49 (251) 202 408 0

Slovakia and  
Czech Republic

XIMEA s.r.o
Lesna 52
900 33 Marianka
Slovakia

Tel: +421 (2) 205 104 26 

America

XIMEA Corp.
8725 W 14th Ave
80215 Lakewood, CO
USA

Tel: +1 (303) 389 983 8

info@ximea.com

xiJ

Sensors and models

Model Sensor Resolution 
Pix. 
size 
[µm]

ADC 
[bits]

DR 
[dB]

FWC 
[ke-]

QE 
[%]

Sensor size / 
diagonal [mm]

Optical 
size Fps Min sensor 

temp °C 1

11

11

Note 
1

Further information
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